AUTOMOTIVE DIVISION 


What of 1964? 


You can be sure that this year will bring its usual quota of problems in the garage 
and workshop and it is our hope that you will turn to this Catalogue for their 
solution. 


The range of Pickavant tools is extremely comprehensive from large hydraulic 
pulling and pushing equipment down to such items as small valve lifters and 
hand tools; there are service tools that will speed repairs, save time and, 
therefore, money. 


Many have a wide variety of uses and can do more than one specialised job. A 
single Pickavant Kit can service most makes of vehicles and therefore dispense 
with a number of expensive tools. 


Pickavant tools are economical to have, since parts are interchangeable (see 
page 3) and may be purchased separately. 


Many of the tools have an important application in industry and are of 
great value to the Plant Maintenance Engineer (see page 28). 


GUARANTEE. Every tool is guaranteed for six months against either faulty material or workmanship. 


Goods claimed to be faulty must be returned to us, carriage paid, together with the reason of complaint and the 
date of purchase. 


We are aware of the many difficulties experienced in hub and sprocket drawing, but tools for this work are often 
used that are neither large nor sturdy enough for the particular job, and tools showing obvious signs of ill-treatment 
or abuse will render the Guarantee void. 


In particular, we would point out that all Hydraulic Rams illustrated are designed to exert their maximum power 
by the tommy bar provided, using normal hand pressure only. 


TRADING TERMS are quoted in our current Price List. 


JWP. 354 


BRAKE BLEEDER KIT 
NEW ON PAGE [8 


NO PEDAL PUMPING 

ONE MAN OPERATION 
POSITIVE PRESSURE OF 21 LB. 
NO AIR SUPPLY REQUIRED 
NO WATER CONDENSATION 


FOUR ADAPTORS FIT GIRLING AND 
LOCKHEED SYSTEMS 


CAPACITY 8 OZ. (MORE THAN 
SUFFICIENT FOR ANY CAR) 


REFILLED WITH ANY BRAND OF 
BRAKE FLUID IN SECONDS 


wo) f © 
QUICKLY FITTED WITHOUT TOOLS I 


LOW COST A o™ 


J. W. PICKAVANT & CO. LTD. 
BOW STREET, BIRMINGHAM, ENGLAND 
Telephone : MIDland 4927/8 Telegrams : ‘' Quikko, Birmingham ” 
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This index is intended as a guide for quick reference. It does not represent the complete 
range illustrated in this catalogue. For complete numerical reference, see Price List. 


PICKAVANT HYDRAULIC RAMS 


CONSIDER THIS: 
LESS EXPENSE —SAVE MONEY 


JWP.40 
HYDRAULIC RAM 
Thread diameter 

13” (38 mm.) 
Weight .. 3 Ib. (1d kg.) 
Approx. capacity 10 ton 
This Ram is fitted to 23 
attachments which are 


all illustrated in this 
Catalogue. 


JWP.20 


HYDRAULIC RAM 


Thread diameter 
1” (25.4 mm.) 


Weight .. IIb. (¢ kg.) 
Approx. capacity 4 ton 

This Ram is fitted to 8 
attachments which are 


all illustrated in this 
Catalogue. 


> 


JWP.100 


HYDRAULIC RAM 


Thread diameter 

3” (76.2 mm.) 
Weight .. 8% Ib. (4 kg.) 
Approx. capacity 20 ton 


This ram is fitted to 10 
attachments which are 
all illustrated in this 
Catalogue. 


Hydraulic Service Tools 
take the hard labour out 
of maintenance. Hy- 
draulic Tools are now 
recognised as the 
modern approach to 
pulling problems. 


> 


% THESE ARE THE FACTS * 


One Ram will fit many Pullers and attachments. 
Cuts costs of your Puller purchases up to 40%. 


Enables a comprehensive range to be built up over the years. ALWAYS 
making a saving on outlay. 


When supplied in kit form with one- ram: Purchase price, INCLUDING 
polished wood fitted case, is over 50% LESS than cost of individual Pullers 


Hydraulic Service kits are offered with one Ram and attachment parts to make 
up a variety of pullers and supplied in neat wooden case enabling the instant 
selection of any required tool. See pages 4 and 5. 


252K 


252P 


HYDRAULIC MULTI-PURPOSE PULLER KITS 


Hydraulic powered Puller Kits to provide the service engineer 
with a selection of Pullers to suit a variety of applications. 


By interchanging the bodies and legs a wide range of Pullers can be 
assembled. 


252K—2-3 LEG PULLER KIT 
%& with 40 Hydraulic Ram 


Capacity Powered by 


0”’—8” (0O—203 mm.) 40 (14” (38 mm.) dia.) 
diameter 
o”’—6” (O—152 mm.) Hydraulic Ram 
reach 


The Kit comprises 


3—252 Legs I—252 Body 

3—252A Legs I—252A Body 

I1—40 Ram |—4” (102 mm.) extension 
Polished Wood Case. 


Making two 2 leg pullers and two 3 leg pullers. 


252P—2-3 LEG PULLER KIT 
% with 40 Hydraulic Ram 


Capacity Powered by 


0”—8” (O—203 mm.) 40 (13” (38 mm.) dia.) 
diameter 
0”—9}” (O—248 mm.) Hydraulic Ram 
reach 


The Kit comprises 


3—252 Legs !—252 Body. 

3—252A Legs I—252A Body 

3—215B Legs I—4” (102 mm.) extension 
|—40 Hydraulic Ram Polished Wood Case 


Making"three 2 leg pullers and three 3 leg pullers. 


252M—2-3 LEG PULLER KIT 
%* with 40 Hydraulic Ram 


Capacity . Powered by 


0”—8” (0O—203 mm.)! 40 (14” (38 mm.) dia.) 
diameter 
0” —92” (O—248 mm.) reach Hydraulic Ram 


The Kit comprises 


3—252 Legs 1—252 Body 

3—252A Legs 1—252A Body 

3—215 Legs 1—4” (102 mm.) extension 

3—215B Legs Polished Wood Case 
|—40 Hydraulic Ram 


Making’four 2 leg pullers and four 3 leg pullers. 


Note. All kits illustrated on this page are supplied ex-works in 
standard type Master Puller Kit fitted wood cases. 


This provides an opportunity for the purchaser of a smaller set to 
add extra parts at some later date. 


PULLERS illustrated on this page are not suitable for hub pulling. 
See pages 12 and 13. 


PULLER KITS (Hydraulic) 


225U—2-3 LEG PULLER KIT 
%& with 20 Hydraulic Ram 


Capacity Powered by 


0”’—7” (O—178 mm.) | 20 (1” [25 mm.]) 
diameter diameter 
O—9}” (0O—248 mm.) | Hydraulic Ram 
reach 


The Kit comprises 


3—252 Legs 1—215 Body 
3—215 Legs 1—225 Body 
3—215B Legs 1—20 Ram 
|—4” (102 mm.) Polished 
extension Wood Case 


Making three 2 leg pullers and three 3 leg 
pullers, 


COMPREHENSIVE PULLER 
KITS 


Selections of the most popular puller-bearing 
separator kits and internal race extractors. 
Check the contents and prices to see how 
much money can be saved purchasing this 
way. 


286B—COMBINATION HYDRAULIC 
PULLER-SEPARATOR KIT 

with 40 Hydraulic Ram 

Comprising : 

252K PULLER KIT, page 4. 

245B SEPARATOR KIT, page 10. 


286C—COMBINATION HYDRAULIC 
PULLER-SEPARATOR KIT 

% with 40 Hydraulic Ram 

Comprising : 

252K PULLER KIT, page 4. 

245C SEPARATOR KIT, page 10. * 


294B—M ULTI-DUTY SERVICE KIT 

x with 40 Hydraulic Ram 

Comprising : 

252K PULLER KIT, page 4. 

245B SEPARATOR KIT page 10. 

293B INTERNAL RACE EXTRACTOR 
SET, page II. 


294C—M ULTI-DUTY SERVICE KIT 

%*& with 40 Hydraulic Ram 

Comprising : 

252K PULLER KIT, page 4. 

245C SEPARATOR KIT, page 10. 

293C INTERNAL RACE EXTRACTOR 
SET, page ||. 


PULLERS illustrated on this page are not 
suitable for hub pulling. See pages 12 and 13. 


294B 


PULLER KITS (Hydraulic) 


a 
a 
Nn 


ic) PULLERS 


(Hydraul 


PICKAVANT HYDRAULIC PULLERS 


DETAILS OF PULLERS ILLUSTRATED ON PAGE 6 


Designed to give maximum coverage for small outlay. 


All Legs are high grade alloy steel forgings and a special feature is the automatic locking device which ensures that the 
Legs stay in position behind the part being withdrawn, 


All Puller Legs are interchangeable and may be purchased separately. A two-way puller can be converted quickly to three- 
way by the addition of a three-way body and one extra leg of appropriate length. In the same manner a three leg puller 
can be converted to two-way by using a two-way body (252 or 215 depending on size of ram). 


Part No. Diameter 


215 | 5” (127mm, 
215A | ~—s24” (63 mm.) 
215B 7” (178 mm.) 


5” (127 mm.) 
24” (63 mm.) 
7” (178 mm.) 


Length of Reach 
6” (152 mm.) 


92” (248 mm.) 
6” (152 mm.) 


92" (248 mm.) 


Above Pullers fitted with JWP.20 Ram. 


Pullers opposite fitted with JWP.40 Ram. 


Parts illustrated are supplied as Standard on Pullers. 


Reference below. 


215B, 215C, 225B, 225C 


215, 215D, 225, 225D 


252A, 252C 
215A, 225A, 252, — 
215C, 215D, 252, 252C 
225C, 225D, 252A, 252B 


215C, 215D, 225C, 225D 
252, 252A, 252B, 252C 


215, 215A, 215B 


215, 215A, 215B 
225, 225A, 225B 


The Pullers described above are not suitable for hub pulling. See pages !2 and 13. 


PULLERS (Hydraulic) 


Part No. Diameter 


215C 7” (178 mm.) 
215D 5” (127 mm.) 


7” (178 mm.) 
5” (127 mm.) 
3” (76 mm.) 
8” (203 mm.) 
3” (76 mm.) 
8” (203 mm.) 


For Spares 
Quote No. 


215B 
92” (248 mm.) LEG 


215 
6” (152 mm.) LEG 


252A Cranked 
6” (152 mm.) LEG 


252 
3” (76 mm.) LEG 


252 BODY 


252A BODY 


40 Hydraulic Ram 


215 BODY 


20 Hydraulic Ram 


Length of Reach 
92” (248 mm.) 
6” (152 mm.) 
92” (248 mm.) 
(152 mm.) 


(152 mm.) 


(152 mm.) 


Application 


Use with all Pullers 


Use with 40 Ram 
Fits all Legs 


Use with 40 Ram 
Fits all Legs 


Use with Bodies 
252 and 252A 


Use with 20 Ram 
Fits all Legs 


Use with 20 Ram 
Fits all Legs 


Use with Bodies 
215 and 225 


209—HEAVY DUTY HYDRAULIC PULLER 
%* with 100 Hydraulic Ram 


Diameter Length of Reach 


4” to 20” (102 mm.—508 mm.) | 11” (279 mm.) 


A powerful hydraulic Puller Kit for use by the 
plant maintenance engineer. Portable and supplied 
in strong wood carrying case. 


Supplied with 2 sets of forged Legs and 6” and 3” 
Extension Pieces. 


209AB 
2-way Beam, for use where three legs cannot be 
fitted. 


251—3-LEG PULLER. Reversible 
%* with 40 Hydraulic Ram 


I5I—2-LEG PULLER. Reversible 
%* with 40 Hydraulic Ram 


All parts interchangeable. Each Puller supplied 
with 4 sets Legs (‘‘A,"’ B,” “C," “D"'). 
‘*E "' Legs optional extra. 


Diameter Length of Reach 


209 2” to 84” (50 mm.—222 mm.) | 42” (120 mm.) 


B LEG i 
22” (70 mm.) _, 
C LEG 
4” (102 mm.) 


D LEG 
54” (133 mm.) 
E LEG 
94” (241 mm.) 


15] BEAM 


251 BEAM 


40° Hydraulic 
Ram 


337—FLYWHEEL PULLER (Mechanical) 


For the removal of flywheels, etc., where tapped 
holes are provided. 

SPECIALLY SUITABLE FOR ALL B.M.C. MINIS. 
2/3 way puller beam will take standard capscrews 
and covers the range from |§”—4}” p.c.d. (42— 
108 mm.). 


The set comprises : 


2/3 way Beam with 4” Forcing Screw. 
3 23” reach Bolts, tapped §” U.N.F. 
| Adaptor Plug for hollow shafts. 


219—SPROCKET PULLER (Mechanical) 
Diameter Length of Reach 


0” to 3” (0O—76 mm.) 24” (63 mm.) 


277—SPROCKET PULLER (Mechanical) 
Length of Reach 


24” (63 mm.) 


Diameter 


I” to 4” (25 mm.—1!02 mm.) 


8 PULLERS 


HYDRAULIC & MECHANICAL 
PULLERS 


These Puller incorporate all the essential features : 
1. Interchangeability of parts. 


2. Self-locking linkage which ensures that the puller 
grips firmly. 


3. Maximum adjustment. 
4. High quality drop forged legs. 


PULLER SPECIFICATIONS 


Parts 
inter- 
changeable 


Parts 
inter- 
changeable 


Parts 
inter- 
changeable. 
*Larger 
capacity 
due to 
longer legs 
being fitted 


Parts 
inter- 
changeable 


Parts 
inter- 
changeable 


Interchangeable parts enable the user to purchase a 
3-leg Puller and the Beam only for a 2-leg Puller and 
thus have a combination 2-3 leg Puller Kit. 

To simplify ordering of spare parts use the following 
part number procedure : 


Puller Part No. /I—Leg complete with links, bolts 
and nuts. 


Puller Part No. /2—Beam. 
Puller Part No. /3—Screw. 
Puller Part No. /4—20 Hyd. Ram. 
Puller Part No. /5—40 Hyd. Ram. 


CONVERSION. SETS 
—Mechanical to Hydraulic— 


Comprises 


1342 /2 Beam 
1342/4 Ram 


1343 /2 Beam 
1342/4 Ram 


1344/2 Beam 
1344/5 Ram 


1345 /2 Beam 
1344/5 Ram 


1346/2 Beam 
1344/5 Ram 


1347 /2 Beam 
1344/5 Ram 


HYDRAULIC & MECHANICAL PULLERS 9 


HYDRAULIC SEPARATOR ASSEMBLY 


245D_ KIT 


245C 


KIT 


HYDRAULIC 
BEARING SEPARATOR KITS 


Wide application, 0’—7” capacity. 


A comprehensive range of bearing separators 
powered by hydraulic rams and made up in kits 
of varying capacities. 


Essential equipment for the removal of ball or 
roller bearings off hubs, shafts, assemblies, etc, 
245B—BEARING SEPARATOR KIT 

%*& with 40 Hydraulic Ram 


Capacity | Length of reach| Powered by 


+"—4}’ 0”—30” 40 (14” diam.) 
13—108mm.| O—762 mm. Hydraulic Ram 


The Kit comprises 


1. 245/1 Separator. 4. 245B/3 Extension Rods. 
1. 151 Beam. Effective length 84”. 
2. 245B/2 Main Rods and |. 4” Extension Piece. 
Nuts. Effective length 6”. 1. 40 Hydraulic Ram. 
Polished Wood Case. 


245C—BEARING SEPARATOR KIT 
%& with 40 Hydraulic Ram 


Capacity | Length of reach| Powered by 


1”—5}” 0”—8”* 40 (14” diam.) 
25—146 mm.| O—203 mm. Hydraulic Ram 


The Kit comprises 


1. 245C/I Separator. 1 each 6” and 2}” Ex- 
1. 245C/2 Beam. tension Pieces. 
2. 245C/3 Rods and Nuts. 1. 40 Hydraulic Ram. 
Effective length 8”. Strong Wood Carrying 
Case. 


245D—BEARING SEPARATOR KIT 
%*& with 100 Hydraulic Ram 


Capacity | Length of reach} Powered by 


1’—7’ 0”—15’* 100 (3” diam.) 
25—178 mm.| O—38! mm. Hydraulic Ram 


The Kit comprises 


1. 245D/! Separator. | each 3” and 44” Ex- 
|. 245D/2 Beam. tension Pieces. 
2. 245D/3 Main Rods and 1. 100 Hydraulic Ram. 
Nuts. Effective length 9”. Strong Wood Carrying 
2. 245D/4 Extension Rods. Case. 
Effective length 74”. 


245E—BEARING SEPARATOR KIT 


Capacity | Length of reach Powered by 


0’—2}” 0”—4}” Mechanical 
O—57 mm. O—108 mm. Screw 


The Kit comprises 


1. 245E/1 Separator. 2. 245E/3 Main Rods and 
|. 245E/2 Beam. Nuts. 
|. 245E/4 Mechanical 
Screw. 
Polished Wood Case. 


*Additional Extension Rods available. 
245C/5—Extension Rod. Effective length 11”. 
245D/4—Extension Rod. Effective length 74”. 


Kits may be purchased less the Hydraulic Ram, 
and all parts can be supplied separately. 


(Hydraulic) PULLERS 


LKV-52—BALL RACE EXTRACTOR SET 
Capacity 14” to 5” o.d. (28 to 127 mm.) 


Specially designed for the speedy withdrawal of 
ball races which are situated in blind housings. 
Particularly useful for dealing with assemblies 
where a running shaft cannot be disturbed. 


Supplied in fitted steel carrying case. A leaflet 
giving full details of method of operation and 
contents of kit is available. 


247A—INTERNAL RACE EXTRACTOR SET 


Capacity | }# to 18” (13 mm.—28 mm.) 


Complete with 247 Slide Hammer and one each 
Extractor 247/0, 247/1, 247/2, 247/3. 


247B—INTERNAL RACE EXTRACTOR SET 


Capacity | I” to 2” (25 mm.—51 mm.) 


Complete with 247 Slide Hammer and one each 
Extractor 247/3, 247/4, 247/5, 247/6. 


247C—INTERNAL RACE EXTRACTOR SET 
Capacity | } to 2” (13 mm.—51 mm.) 


Complete with Bridge and Pillars for extracting 
race. 

}” to 8” (13 mm.—16 mm.) 
8” to #8” (16 mm.—18 mm.) 
Ft HB” (9 mm.—23 mm.) 
#8” to 1B” (24 mm.—28 mm.) 
14” to 14” (28 mm.—34 mm.) 
12” to 1 #” (35 mm.—42 mm.) 
144” to 2” (43 mm.—S5! mm.) 
247/7 Bridge Piece with Pillars and Nuts 


247/6 


247—SLIDE HAMMER 


For use with 247/0—247/6 Extractors. 
Included in 247A and 247B sets. 


293—INTERNAL RACE EXTRACTOR 


Capacity 14” to 6” (38 mm.—152 mm.) 


Controlled adjustment of the jaws ensure that they 
grip firmly behind the race. 293 Extractor parts 
are included in 294 Multi-Duty Service Kits (see 
page 5) and are also made up in supplementary 
sets for use with Bearing Separator Kits 245B and 
245C. (See page 10.) 


293B—SUPPLEMENTARY INTERNAL 
RACE EXTRACTOR SET ~ 


Converts 245B Bearing Separator Kit for internal 
race extraction. 


293C—SUPPLEMENTARY INTERNAL 
RACE EXTRACTOR SET 


Converts 245C Bearing Separator Kit for internal 
race extraction, 


LKV-52 


192 


276 


210 


211 


192—FORD HUB PULLER 

8 and 10 h.p. Passenger models, 8 h.p. Van and 
5-10 cwt. Thames. Fitted with plunger screw. 
Pulls on flange of hub. 


19I—FORD HUB PULLER (Similar to 192) 
V8," AL AB," ' ABF,'' and 10 cwt. Fordson. 


276—FORD HUB PULLER 

All 8 and 10 h.p. Passenger models, including 100E 
models and 5-10 cwt. Thames. Quick and safe in 
operation. Fitted with a hardened plunger screw, 
this puller fits the flange of the hub without removal 
of the wheel. 


STUD TYPE HUB PULLERS 
%* use with 40 Hydraulic Ram 


210 =Morris Minor S/V, 1949/53. Morris Oxford 
and Cowley, 1955/63. Wolseley 4/44, 15/50, 
15/60, 16/60. M.G., ZA, ZB, Mark Ill and 
IV. Riley 4/68, 4/72. Austin A40, A50 
(1955/58). A55, A60. Austin 1100, Morris 
1100, MG 1100. BMC J4 Type Van, 


228 = Morris Minor OHV, Austin A30, A35. A40 
Series A.S 6. Austin A40, A70, A90, 
1947/54. Riley 1.5, Wolseley 1500. Hillman 
Minx Phase I, Il, Ill. Minx 1600, Super Minx, 
Sunbeam Rapier and Alpine, Singer Gazelle 
and Vogue. Nash Metropolitan. 


236 Ford Consul and Zephyr Mark |, II and III. 
Zephyr 4 and Zephyr 6. Volvo. 


260 Austin A95, A99, Al05, AI1l0. Austin 
Healey. Riley Pathfinder. Wolseley 6/90, 
6/99, 6/110. Morris Isis. | Armstrong 
Siddeley. BMC J2 Type Van. 


261 Standard 8 and 10 h.p., 1951 onwards. 
Triumph Herald, Vitesse, and Spitfire. 


%& use with 100 Hydraulic Ram 


211 =Morris Oxford, 1949/54. Wolseley 4/50, 
6/80, 1949/53, Vauxhall Wyvern and 
Velox, 1952/6. Bedford CAV Van, 1952/6. 
Daimler Conquest, Lanchester Sprite. 


285A Bedford 30 cwt., 2 ton Models K-A2, DI, 
J (6 stud hubs), 


285B Volkswagen, 1953 onwards. Supplied with 
special extension piece. 


292 Jaguar 2.4, 3.4, Mark VII, Vill, IX (except 
Knock-on Wire Wheels). Daimler 23 
Litre V.8. Standard Vanguard and Ensign. 


273A—VARIABLE HYDRAULIC HUB 
PULLER 


%* with 40 Hydraulic Ram 


A most popular hydraulic hub puller for pulling 
hubs by the hub studs. Supplied with 5—272/3 
Puller Legs. 


4” to 9” (102 mm.—229 mm.) stud 
pitch circle 


273—HUB PULLER 100RS 


As above, but with 3—272/3 Puller Legs. 


100U—VARIABLE HYDRAULIC HUB 
PULLER SET 


% with 100 and 40 Hydraulic Ram 
FOR CARS AND COMMERCIAL VEHICLES 


The ‘make-up’ of the kit has been altered to 
suit present-day trends. It comprises : 


273A Puller detailed above. 
279 Puller detailed below. 


272 


273 


The saving in cost of this kit compared with the 
individual puller prices is due to the use of 272/3 
Legs which are common to both. Supplied in 
strong wood carrying case. 


279—VARIABLE HYDRAULIC HUB 
PULLER SET 


%& with 100 Hydraulic Ram 


Capacity 11” (279 mm.) stud pitch circle. 


%” (22 mm.) diameter studs. 


Suitable for Commercial Vehicles. The set com- 
prises 100 Hydraulic Ram, 272 Master Puller Plate, 
4—272/3 Legs, 4—209A Stud Plates, and 3” (76mm.) 
Ram Extension Piece. Complete in strong wood 
carrying case. 


ATTACHMENTS 


100RS—HYDRAULIC RAM AND SLEEVE 


The IOORS is used with threaded adaptors for 
pulling by hub threads. List of adaptors available 
on request. The 100 Hydraulic Ram is included in 
the 100U and 279 Kits for use with 272 Puller Plate. 


272—MASTER PULLER PLATE 


Used in conjunction with 100 Hydraulic Ram and 
272/3 Puller Legs for pulling hubs by hub studs. 
Range 44”—I1” (114 mm.—279 mm.). 


272/3—PULLER LEG 


For use with 272 and 273 Master Puller Plates. 
High grade alloy steel forging. 


209A—STUD ATTACHMENT 


Used with 272/3 Legs for pulling hubs with large 
diameter hub studs up to %” (22 mm.) diameter. 
See illustration of 279. 


279 


HUB PULLERS (Hydraulic) 3 


20LK/10 


14VH 


I4VH—KING PIN EXTRACTOR 


(Cars and Light Commercials) 

% with 40 Hydraulic Ram 

Removes the most stubborn King Pins with axle 
in position. Suitable for most cars and light 
commercial vehicles. A useful tool for the work- 


shop. Placed in a vice it can be used as a powerful 
press. 


20LK/I0O—COMMERCIAL KING PIN PRESS 
Comprising - 

I—LR/205 20 ton Solid Ram, 5” (127 mm.) travel. 
I—LP/S Pump and Hose, 

I—L20/25 Press Frame. 

| each L20/26, L20/27, L20/5 Ram Distance Pieces, 


CAPACITY 3 
Maximum distance between Rods 63” (171 mm.) 
Maximum distance between Blocks 17” (406 mm.) 


282—VARIABLE HYDRAULIC STEERING 
WHEEL PULLER 


%* with 40 Hydraulic Ram 
For Cars and Commercial Vehicles. 


Yet another attachment powered by the popular 
40 Hydraulic Ram. Strong, compact and easily 
adjustable, this puller removes steering wheels on 
cars and commercial vehicles. The jaws, made from 
high grade forged steel and rubber protected, can 
be quickly adjusted to suit various boss sizes, 
enabling hydraulic pressure to be applied with 
maximum effect and without damage to the wheel. 


56—HYDRAULIC BENCH PRESS 


Horizontal Vertical 


133” (337 mm.) 12” (305 mm.) 


This Press has been designed for use with either 
1OORS Ram-and Sleeve (see page 13) or 40 Ram. 
When ordering please state whether required 
complete or for use with 100 or 40 Ram. See 
price list for full details. 


BALL JOINT REMOVERS 
JWP.357 


For Cars and Light Commercials, 


JwP.358 


For heavier Commercial Vehicles, 


Capacities Flange Gap Reach 


357 ” (17.5 mm.)| 2° (51 mm. 
WP 3s8 teh ony Ae Ga mm) 


230—FLARING TOOL FOR BUNDY TUBE 
Steel Brake, Clutch and Petrol Pipe. 


OFFICIALLY APPROVED AND RECOM- 
MENDED BY MESSRS. ARMCO LTD. 
(Manufacturers of Bundy Tubing) and all 
Leading Brake System Manufacturers. 


*No need to be held up for a replacement 
petrol or brake pipe. Make your own. 


Specially designed to produce the double flare 
which is a special feature of Bundy Tubing and 
now modified to also produce the single convex 
flare used on most Girling and Lockheed brake 
systems. Supplied in polished wood fitted case 
to enable instant selection of the required sizes. 


Containing necessary punches and dies to cover 
ts”, ?’, ts”, #, O.D. tubing. 


230A—FLARING TOOL FOR BUNDY TUBE 


As described above, but with only two sets of 
dies and punches, as specified by customer. Space 
in the box makes provision for the other two 
sizes should they be required at a later date, 


Bundy Tubing available in lOft. lengths. 


P.8007—FLARING TOOL 


For Copper Pipes #4”, 2”, ty”, #”, 4”, ” O.D. 
Self-aligning, simple operation, robust construction 
A popular tool of proved ability. 


29—FLARING TOOL 
Patent No. 843941. 
For Copper Pipes +”, 2”, tr”, 3”, i”, ” O.D. 


One-piece Flaring Tool enabling a mechanic to 
effect the repair in situ. The damaged part of the 
pipe is cut away and the end ‘‘ flared '’ out to the 
correct angle. Quick and easy to use. 


226—PIPE BENDING TOOL 


For Steel, Copper, Brass, Bundy Tubing and Diesel 
Fuel Pipe. 


Tubing of 3”, #” and 2” O.D. can be bent to a 
radius of either |” or 34” without buckling, by 
changing over the position of the rollers, Can 
also be used for making U bolts. The roller is 
easily detachable to enable tubes flared at both 
ends to be removed, 


FLARING TOOLS 


289—ROLLER CAM ACTION VALVE 
LIFTER 


AUSTIN A30, A35, Sprite, | 100, 
B.M.C. ALL MINIS, 


FORD. 8 and 10 h.p. I100E, I05E, Cortina, 
Classic, Capri, Corsair. 


M.G. Midget, 1100. 


MORRIS. 8 h.p. Minor s/v, o.h.v., and 1000. 
1100. ALL MINIS. 


RILEY ELF. 
WOLSELEY HORNET. 


Incorporates a powerful and smooth self-locking 
roller cam action. Rigid construction for long life. 


3IS—ROLLER CAM ACTION VALVE 
LIFTER 


Rapid Roller cam action (Self-Locking). 


New design incorporating wide range of adjust- 
ment. Strong and rigid construction involving 
no loose parts. Fits a wide range of medium sized 
cars and commercials—B.M.C., Ford, Rootes, 
Vauxhall, etc. 


23I—VARIABLE CAM ACTION VALVE 
LIFTER 


One of the most universal Lifters on the market. 
Note the vertical and horizontal adjustment and 
the 6 detachable Forks which suit a great range of 
cars and commercial vehicles, including : Bedford, 
B.M.C., Chevrolet, Coventry Climax, Chrysler, 


315 Dodge, Ford, Fordson Tractor, Holden, Jaguar, 
Jowett, Peugeot, Rootes, Standard, Triumph, 
Vauxhall. 


322—OVERHEAD VALVE LIFTER 


This robustly constructed foot operated valve 
lifter covers a very wide range of applications on 
o.h.v. engines. Effortless foot action leaves both 
hands free to deal with removal and replacement 
of collets. The action is instantaneous and unlike 
other bench models, it is easily portable. 


320—VALVE LIFT, COLLET REMOVER 
AND INSERTER SET 


A quick, efficient method of dealing with all side 
valve engines. 


Parallel lift, easy leverage and immensely strong. 


Supplied in complete kit form comprising Lifter, 
Collet Remover and Collet Inserter. 


16 VALVE SPRING COMPRESSORS 


264—VALVE SEAT GRINDER AND STONE 
DRESSER 


For use with }” capacity high speed electric drill. 
This tool enables any type of valve seat to be 
restored to perfect accuracy, whether hard steel 
or cast iron, in short time and with little effort. 


The special double cone self-centring hardened and 
ground Pilots ensure perfect alignment and cover 
all sizes of Valve Guides from %” to #” (6—13 mm.). 


The kit comprises : Stone Sleeve ; 2 Adjustable 
Pilots ; 3 Specially Graded Stones 14” (32 mm.), 
14” (38 mm.), If” (48 mm.) diam., and Stone 
Dressing Stand complete with diamond. 


177—VALVE RE-SEATING SET 


Suitable for cutting cast iron Valve Seats. The 
set supplied in a polished wood fitted case 
comprises : 


\77a 1%” (48 mm.) Double-sided Cutter, 30° 
and 45°. 

i77b 14” (38 mm.) Double-sided Cutter, 30° and 
45°. 


177c 14” (32 mm.) Single-sided Cutter, 45°. 


Cutter Holder ; Tommy Bar; and 7 Pilots. .248, 
.275, .280, .310, .325, .340, .372. 


Special Pilots up to .403 and !77d, |” (25 mm.) 
single-sided Cutters 45° available. 


172—SUCTION VALVE GRINDERS 


172) With 14” (32 mm.) sucker (with 18” (41 mm.) 
spread). 


172A With %” (22 mm.) sucker (with 14” (28 mm.) 
spread). 


172B With 2” (19 mm.) sucker (with 3” (22 mm.) 
spread). 


172DC—VALVE GRINDERS ON CARDS 


Each card containing 6 each 172A and 172B 
Grinders. See page 27. 


1I52A—VALVE BUSHING REMOVER 
For Ford ‘' Y8 "' and 10 h.p. Models. 


168—RECIPROCATING VALVE GRINDER 


Turns back and forth while completing revolution, 
handle being turned clockwise only. 


Complete with attachments illustrated. 


326—DUMMY VALVE GUIDE AND 
RE-GAPPING SET 


Essential for the speedy grinding in of Ford valves. 
When combined with the gapping jig forms an 
essential set for the Valve Servicing of these engines. 


354—BRAKE BLEEDER KIT 


NO PEDAL PUMPING 
ONE MAN OPERATION 
POSITIVE PRESSURE OF 21 LB. 
NO AIR SUPPLY REQUIRED 
NO WATER CONDENSATION 
FOUR ADAPTORS FIT GIRLING AND 
LOCKHEED SYSTEMS 

@ CAPACITY 8 OZ. (MORE THAN SUFFICIENT 
FOR ANY CAR) 

@ REFILLED WITH ANY BRAND OF BRAKE 
FLUID IN SECONDS 
QUICKLY FITTED WITHOUT TOOLS 
LOW COST 


The correct Filler Cap Adaptor is fitted to the top 
of the fluid reservoir. 


The Pump is then filled with fluid by immersing the 
end of the plastic tube into a can of brake fluid 
and pulling the handle against spring tension. A 
handle locking device is incorporated. 

After securing the Tube Connector to the Adaptor, 
the handle locking device is freed, which releases 
the spring and applies pressure to enable the brakes 
to be bled, 


Fully illustrated operating instructions supplied 
with each tool. 


37—CLUTCH PLATE ALIGNING TOOL 
For Cars and Light Commercial Vehicles. 

This tool has been designed to facilitate the fitting 
of Clutch Assemblies. It comprises: | Main 


Spindle ; 9 Spigot Bushes ; 6 Driven Plate Guide 
Bushes. 


202—BRAKE AND CLUTCH RELINING 
TOOL 


Patent No. 544698. 


This too! drives the rivet positively and uniformly 
into the countersink and holds the whole assembly 
of lining, shoe and rivet immovable whilst being 
riveted by one or two blows with hammer on 
spreader 


238—SPEEDOMETER INNER CABLE 
SQUARING TOOL 


For ‘*3 mm."' and ‘'4 mm." Cable as fitted to all 
current model British vehicles. 

No need to stock ‘‘ made up "’ cables or wait for 
supplies. Stock a roll of 3 mm. and 4 mm. Cable 
and assorted Ferrules and make your own at 
approximately half the cost. Place tool in vice, 
insert Dies, cut Cable to correct length and form 
squares at each end. Provision is made for checking 
the size of the square and for fitting the Brass 
Ferrules. This great time and money saver is 
piprlies complete with Dies for 3 mm. and 4 mm. 

able. 


The following additional items are available 
from stock : 


“3 mm." (.130") Cable (50’ coils). 
“4 mm." (.150") Cable (50 coils). 


Brass Ferrules (1 gross assorted 3 and 4 mm. and 
Long Shank Ferrules to replace plastic type). 


For Scooters, Motor Cycles, Mopeds, etc. 


SM. Combination Dies for i me 2.5 mm. cable 
and fitting of Ferrules and Speedo Drive Shanks. 


**2.5 mm."’ (.096”) Cable (50’ coils). 
FSM Brass Ferrules (| gross assorted 2.5 and 4 mm.). 
DSM Speedo Drive Shanks. 


249—CABLE CUTTERS 


Specially designed to ensure a clean cut on 
Speedometer and Bowden Cable. 


8 


SERVICE TOOLS 


PANEL TOOL 
SHADOW DISPLAY BOARDS 


Two very attractive panel tool display boards, 
painted brilliant red with black and white lettering. 
Each board contains the following tools :— 


S.B.1 


Hammers Nos. 295, 296, 297, 298. 

Spoon No. 306. 

Dollies Nos. 300, 301, 302. 

Mallet No. 309. 

File No. 308 and Spare Blades 308S, 308M, 308P. 


S.B.2 


Hammers Nos. 299, 338, 339. 
Mallet No. 310. 

Dollies Nos. 303, 304, 305, 352. 
Spoon No. 307. 


See pages 20 and 21. 


“POWAPAK” 
242H—HYDRAULIC BODY REPAIR KIT 


Quick action 6” plunger stroke. 

Works in any position. 

One man operation enables complete control. 
Lightweight hydraulic unit. 

Low cost. 


PULLING—PUSHING—LIF TING—PRESSING 

The ‘‘Powapak"’ will handle all your body repair 
problems. The kit is supplied in a strong wooden 
carrying case partitioned to hold a wide range of 
20 attachments. 


Users of the 242 Mechanical Repair Outfit can 
convert to hydraulics. 

All parts are interchangeable. 

Order 242H/PU Hydraulic Power Unit. 


218—EXPANDING AND CONTRACTING 
BODY JACK 


Pull or push in any direction. Essential equipment 
for the body repairer for straightening and aligning 
crashed body work. 


Used with the various attachments listed below 
gives an operative range of 18” to 60” (450 to 
1524 mm.). 


The Kit, which is supplied in a polished wood case 
comprises : 


| Right Angle Bracket ; | Segment Bracket; 2 
Hook Ends. Left and Right Hand Screwed Shaft 
and 3 Extension Pieces. 


(PANEL e8 


Ref. S.B.1 


242H 


BODY REPAIR EQUIPMENT 19 


ADJUSTABLE FILE HOLDER 


For concave or convex shapes.  Self-clearing. 
double-sided file blades. Supplied with 308S Blade 
fitted. Four grades of file available. 


Description 


Adjustable File Holder 
with File re faa 


Standard Flexible File . 
Fine Flexible File 


Extra Fine Flexible File 


" Quikcut’’ File 


308P—“ QUIKCUT ” 


Highest quality File Blade for use on all body 
work. 6% teeth per inch, which makes it specially 
suitable for use on PLASTIC FILLERS. 


Supplied in séaled envelope. 12 per Carton. 


314—DOLLY SET 


A set of six dollies, covering a large variety of 
shapes. Dollies Nos. 300, 301, 302, 303, 304, 305 


31II—PANEL BEATING KIT 

The Major Kit including a complete range of 
panel beating tools. 

Hammers Nos. 295, 296, 297, 298, 299. 

Dollies Nos. 300, 301, 302, 303, 304, 305. 

Spoons Nos. 306, 307. 

Mallets Nos. 309, 310. 

Adjustable File Holder with standard file. No. 308 
No. 308M File Blade. 

Complete in strong wood carrying case. 


313—PANEL BEATING KIT 

Utility Kit comprising : 

Hammer No. 296. 

Dollies Nos. 300, 301, 302, 303, 304, 305. 
Spoons Nos. 306, 307. 

Complete in strong wood carrying case. 


312—PANEL BEATING KIT 


Comprising a popular range of tools. 
Hammers Nos. 296, 297. 

Dollies Nos. 300, 301, 302, 303, 304, 305. 
Spoons Nos. 306, 307. 

Mallet No. 309. 

File No. 308. 

Complete in strong wood carrying case. 


PANEL BEATING TOOLS 


HAMMERS. Drop forged heads, fine ground and 
balanced. Hickory shafts. 


J.W.P. Weight | Length 
Ref. Description oz. in. 
296 | Planishing, Short ne 10} 12 

297 | Planishing, Long... | II 12 

298 | Cross Pein and Finishing 104 12 
299 | Bumping, Long Head .. 32 14 

338 | Planishing, Flat Face ..| 20 12 
339 | Shrinking, Cross Milled 14 12 


Hammer Dimensions 


Square Face 
in, 


1d 


339 


DOLLIES 
Drop forged, fine ground surfaces. 


Description 


Double Ended 


General Purpose 


Curved 


Heel aC cs 
Round, Double Ended 


Foot, Crowned and Flat .. 


Shrinking .. 


MALLETS 
Lignum vitae heads, ash handles. 


309 | General Purpose, 23” 


SPOONS 
Carefully ground surfaces. 


General Purpose, Double 
Ended .. te ae 


See previous page for details of Files and Panel Beating 
Tool Kits. 


PANEL BEATING TOOLS 2| 


278K 


} 


Phillip’s 
Adaptor 


Allen Key 
Adaptor 
Screwdriver 
Adaptor 


P12232 


“ BOOSTER ” SCREWDRIVERS 
(Approved by B.M.C. Ltd.) 


** Booster '’ Screwdrivers are strongly constructed 
and incorporate a 4” square drive, enabling various 
adaptor bits or standard socket sets to be used. 
The finish is chrome, working parts parkerised. 
The models are clearly marked ‘' Release '"’ 
(278/1) or ‘ Tighten,’’ (278/2) and fitted with 
distinguishing coloured rubber protection sleeves. 


278—SCREWDRIVER KIT 


For releasing ‘‘ rusted in'’ or stubborn screws 
from brake drums, door hinges, dynamos, etc. 
This kit is supplied with three Adaptors, two for 
Phillips’ screws (Nos. 3 and 4), one for slotted 
screws and an extension piece. 


278A—SCREWDRIVER KIT 


For tightening screws, cap screws, etc. Similar 
in design to the Releasing Booster, but having 
reverse action. Complete with Adaptors as 
specified for 278. As these are interchangeable, 
please state if Screwdriver Body only is required, 


278K—SCREWDRIVER KIT 


Comprising all parts as in 278 Kit, 278/1 Screw- 
driver Body (tightening) and a set of 5 Allen Key 
Adaptors, +”, 2”, #5”, #” and 3”. Supplied in 
polished wood fitted case. 

Adaptors may be purchased separately, and the 
following types, all made to suit 4” square drive, 
are available. 


Phillips’ Adaptors, Nos. 2, 3 and 4. 
Allen Key Adaptors, ¥”, 2”, 4”, 3” and 4”. 
Screwdriver Adaptor, }” blade. 


P12232—RATCHET WRENCH 
SCREWDRIVER 
(Approved by B.M.C. Ltd.) 


For Phillips type screws. 
Flickover RIGHT or LEFT hand ratchet action. 


The right angled drive enables it to be used in 
those tight spots on the car, radio, T.V., etc. 
An essential for your tool kits and offered on cards 
of 12 for resale. See page 27 for details. 


318—SPOT WELD REMOVER SET 


Prov. Pat. No. 26636/59. 

@ Removes Spot Welds without Panel Distortion. 
@ Cuts Weld on upper surface only. 

@ Use with Standard Electric Drill. 

@ High Grade Replaceable ‘* Long Life '’ Cutters. 


Used with }” or 3” electric drill will remove the 
spot weld from the upper surface without causing 
damage or distortion to the joining part. 


The Ist Operation Cutter (318/1) which cuts a 
circular groove round the weld is adjustable for 
depth of cut so that the lower surface is untouched 
(see Figs. |, 2 and 3). 


2nd Operation Cutter (318/2) locates in the 
circular groove and removes the remaining weld 
core (see Figs. 4 and 5). 


The JWP.318 will save hours of unnecessary labour. 
The cutters, which are quickly detachable. are of 
high grade tool steel and the set has been designed 
for long life and hard wear. 


SERVICE TOOLS 


HYDRAULIC NUT SPLITTERS 

RELEASES SEIZED NUTS WITHOUT EFFORT. 
NO DAMAGE TO BOLT OR STUD THREADS: 
NO HAMMERS, CHISELS, TORCHES OR IM- 
PACTS WHICH COULD DAMAGE ADJOINING 
PARTS. NO DANGER IN FIRE RISK AREAS. 
Strong, compact tools which build up great 
hydraulic pressure. Designed to reach into the 
most inaccessible spaces on SILENCER, BATTERY, 
TIE ROD, U BOLT, BUMPER, SHOCK ABSORBER, 
CYLINDER HEAD, HUB NUTS, ETC. 


316 For nuts up to 4” B.S.W. (.812” (20 mm.) 
across flats). 


336 For nuts up to %” B.S.W. (1.300” (33 mm.) 
across flats). 
Supplied in wood case as illustrated. 


336K Containing both 316 and 336 in wood case. 


27I—ADJUSTABLE DRAIN PLUG 
SPANNERS 

For Male and Female Plugs. 

Two adjustable Spanners, one to suit various sizes 
of female drain plugs and one for hexagon and 
square male plugs. 


Invaluable because of the great variation in types 
and sizes of drain plugs fitted to sumps, rear axles 
and gear boxes. 


These Spanners take the place of numerous work- 
shop tools and can be hung on the wall beside 
the grease bay. 


Made from high grade manganese molybdenum 
steel, 


I55—STRAP SPANNER 
For removing Round Hub Caps, Radiator Caps 
Lamp Flanges, etc. 


A most useful tool for the workshop. 


29I—BUSH REMOVER AND INSERTER KIT 


For Bushes }” to 18” O.D. (13 mm.—41.3 mm.) 
Ye” to 14” 1.D. (11 mm.—38 mm.) 


A robustly constructed kit manufactured from 
high quality materials for hard wear and frequent 
usage. Facilitates the removal or insertion of 
bushes on starters, dynamos, electric motors, 
shackles, spigots, stub axles, fan bodies, etc. 


The 7 larger size drifts can also be used in 
conjunction with various pullers fitted with 
the 40 Hydraulic Ram as adaptor plugs 
when extracting hubs, or bearings from 
differentials, etc. 


The kit comprises 2 Drift Holders and 14 Double 
Ended Drifts, graduated in size to cover B.S. bushes 
of various diameter and wall thickness. Supplied 
in polished wood case. 


237—SONOSCOPE 


A Super-sensitive Sound Detector. Enables the 
quick location of elusive knocks, rattles, noisy or 
broken ball races, etc. Fully insulated shockproof 
handle. 


SERVICE TOOLS 


“y 


ON VEHICLES 


336K 


268 


331 


Fi” hela 
WHEL DISC REMOVE 


RADIATOR PRESSURE CAP AND 
COOLING SYSTEM TESTER 
(Approved by B.M.C. Ltd.) 


@ A complete cooling system pressure check. 

@ Quickly tests and rejects faulty caps. 

@ locates leaks in system. External and Internal. 

@ Offers an essential service to your customer. 

@ Increases your sales of caps and replacement parts. 
A precision instrument which shows defective Radiator 
Caps (the heart of any pressurised cooling system), leaks 
in radiators, cylinder heads, engine blocks, hoses, gaskets 
and water pumps. With modern combustion engines 
designed to operate at higher temperatures it is imperative 
that the cooling system functions at peak efficiency and at 
the correct pressures specified by vehicle manufacturers, 


Testing Caps: The cap is quickly fitted to the Tester, 
which is pumped until the relief valve on the cap operates. 
The dial is calibrated to show the specified pressure zones 
to correspond with the poundage figure marked on all caps. 
The cap is rejected if the pointer on the gauge is outside 
the zone. 

Testing Cooling Systems : The tester is fitted in place 
of the radiator cap and pressure pumped into the system 
to correspond with the cap pressure. A drop in pressure 
indicates leakage, and if not visable externally, proves an 
internal fault which otherwise would pass unnoticed. 


3I7A—STANDARD KIT 
For all cars and commercials. 


31I7B—STANDARD KIT 
As above, but in polished wood case. 


317—POPULAR KIT 
Covers the majority of cars. 


268—TYRE CONSTRICTOR 

For Tubeless Tyres. 

This tool enables the tyre to be held firmly against the 
rim, making a seal whilst being inflated. 


330—GREASE CAP REMOVER 
Supplied in set of four to cover most vehicles. 


331IDC WHEEL DISC REMOVER DISPLAY 
CARD 

Six Wheel Disc Removers per card. A good retail line. 
Also useful in any tool kit for removing door trims, 
water hoses, etc. 


328—BATTERY GRAB HANDLES 
A safe and sure way of handling batteries. Supplied in 
set of two. 


206—DECORRODER TOOL 

For use on Aluminium Cylinder Heads only. 

Tubular Cutters for removing corrosion between Studs 
and Head. 

Set of 3—§” (9.5 mm.), 4%” (11.0 mm.) and 4” (12.7 mm.) 
complete in polished case. 


280—H OSE CLIP TOOL 

For speedy and safe fitting and removal of Hose Clips. 
CHEYNEY, COLLIER, ‘' JUBILEE,'’ TERRY, etc. 

This tool incorporates a specially hardened spring-loaded 
screwdriver bit, enabling hose clip to be gripped firmly 
whilst tightening or releasing adjusting screw. Simple 
to operate, eliminating risk of personal injury. Bright 
nickel finish, 


329—TAPERED WEDGES 
For dismantling ball joints, steering arms, hubs, axle 
shafts, etc. 


SERVICE TOOLS 


355—THREAD ROLLER SETS 

To suit all diameters and T.P.I. 4”—3”. 

For restoring damaged threads on axle casings, 
shafts, etc. 


Sets of matched, hardened Rollers covering a wide 
range of threads per inch enable damaged threads 
to be reformed and restored to original accuracy. 
The Roller-Type Thread Restorer Set ‘‘rolls’’ the 
damaged threads back into the original form, unlike 
many tools which cut, weaken and reduce the 
effective diameter of the thread. 

Maintenance costs are cut as it is not necessary to 
have an expensive range of Dies and Die Holders. 
JWP. Thread Rollers can be used for Left- and 
Right-hand threads and the design enables the tool 
to be used even if the lead threads are badly 
damaged. 

Available in Kit forms. Rollers of all t.p.i.’s can be 
purchased separately. 


355A 
To suit motor engineers’ requirements. 
Comprising :— 1 pair Roller Holder Clamps c/w 


2 pairs Adjusting Screw Handles. 

4 sets Rollers 355/12 |2t.p.i. 355/16 16 t.p.i 
355/14 |4t.p.i. 355/18 18 t.p.i. 

Complete in wood case as illustrated. 


355B 

For general industrial use. 

Contents as above plus :— 
355/8 8t.p.i. 355/19 I9t 
355/10 !Ot.p.i. 355/20 20t. 
355/11 II t.p.i. 

Complete in wood case as illustrated. 


THREAD RESTORERS (FILE TYPE) 
For damaged threads where a die cannot be used. 


B.S.W., B.S.F. | 11, 12, 14, 16, 18, 20, 22, 26 | T.P.L 
S.A.E., U.N. | 12, 13, 14, 16, 18, 20, 24, 28 


B.S.P. II, 12, 14, 16, 19, 20, 22, 28 


Metric 0.75, 1.00, 1.25, 1.50, 1.75, 
2.00, 2.50, 3.00 ve 


*Note the new Metric Restorer now available. Introduced 
by popular demand and making the range comprehensive, 


324—PISTON RING CLAMPS 

(British and World Patents) 

Simple one-piece construction, lightweight, but 
designed togive long service. Three clamps per set. 
2.150’—3.375” (54 mm.—86 mm.) 


325—PISTON RING CLAMPS 

British and World Patents 

imilar to above, but provided with a taper lead. 
Particularly useful on larger engines. 
3.375°—4.500” (86 mm.—1!14 mm.) 


283—CIRCLIP TOOL 

For Internal and External Circlips. 

The method of expanding and contracting enables 
the user to have perfect control and vision during 
the operation. 

Each tool is supplied with 3 pairs of Location Pegs 
to cover circlips |?’—7” (44 mm.—I78 mm.). 


333—CIRCLIP PLIERS 

For Butt Ended and Wire Circlips 4”—2}” i.d. 
mm.—63 mm.). 

pecially designed for fitting and removal of most 
butt ended and wire circlips. Special indents on 
the right-angled jaws make positive location. 


327—DOUBLE ACTION CIRCLIP PLIERS 
(Patent No. 800515) 

Lightweight Circlip Pliers for internal and external 
work. The location pegs are right-angled to 
increase visual control. An ideal tool for every 
serviceman’s tool kit. 


SERVICE TOOLS 
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BORG-WARNER TOOL KIT 
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HYDRAMATIC TOOL KIT 


DIHZS 


TRACK ALIGNMENT GAUGES 
(Patents Pending) 


323 For cars (up to 5ft. track). 
323A For Commercials (up to 6ft. 8in. track). 


A PRECISION GAUGE FOR ALL TYPES OF SUSPENSION 
INCLUDING FRONT WHEEL DRIVE 


Simple one-man operation. 


No special test area required—any reasonable level 
floor will do. 


Suits all wheel sizes without adaptions. 


Vehicle can be moved and checked under power- 
drive conditions. 


Accuracy not affected by buckled or damaged wheels. 
Enlarged and easily read scale. 

Clear illustrated instructions supplied with each 
gauge. 

AUTOMATIC TRANSMISSION SERVICE TOOL 
KITS 

FORBORG-WARNERM ODEL35 TRANSMISSION 


A set of essential tools and test equipment for dismantling, 
testing, adjusting and assembly of the Model 35 Trans- 
mission. 

FULLY APPROVED BY BORG-WARNER LTD. 
AT/3—SERVICE TOOL KIT 

Comprising one each of tools listed below and supplied 
in wood case. 

AT/4—SERVICE TOOL KIT 

As above, with exception of AT.505P in place of AT.505. 


Kits can be made up to suit individual requirements. 


Gearbox cradle 

Endplay checking tool 
Snap ring pliers 

Clutch spring compressor 


*AT505 Pressure gauge and tachometer 


AT506 Torque wrench set 


AT507 Spintorq screwdriver set 
Front servo gauge 
Lock nut wrench 
Service tool box 


*AT505P Pressure gauge 
(alternative) 


Rear Clutch and Seal Inserter—(Not Illus. 
Also available for BMC vehicles only. 


AT511—Rear Band Adjusting Spanner. (Not Illus.) 
AT512—Rear Band Adjusting Locknut Spanner. 
(Not Illustrated). 


VAUXHALL HYDRAMATIC TRANSMISSION 
Approved by VAUXHALL MOTORS LIMITED 
Complete set supplied in strong wood carrying case. 


Description 


Oil Seal Remover 


Rear Bearing Sleeve Remover 


ene] 

Penn] 

[Buns | Front OU Seat Protector 
[BItta | Reverse Gone Remover—se wth de Hane 
[BIg | Reverse Clutch Spring Gomprewor | 
| BIni6 | Reverse Guich Inner Gil Seal Proctor | 
[BINT | Coupling Vave Serw Adaptor | 
eis 
ene] 
er] 
era 


Detent Valve Gauge 


T.V. Lever Gauge 


T.V. Lever Setting Tool 


Hydraulic Test Equipment 


Snap Ring Tool—Output Shaft Thrust Bearing 
to Shaft 


DII25 Snap Ring Pliers—Output Shaft Thrust Bearing 


to Casing 


|} Dii27 | Torus Cover Socket 
| ota | Holding F xture 


SERVICE TOOLS 


172DC—VALVE GRINDER CARD 


Holds 6—172A Valve Grinders, 3”. 
6—172B Valve Grinders , 2”. 


Details of all Valve Grinders on page I5. 


P12232DC—RATCHET WRENCH SCREW- 
DRIVER CARD 


Holds 12 Ratchet Wrench Screwdrivers. 


Details on page 22. 


335DC—BRAKE ADJUSTING SPANNER 
CARD 


Holds 24 Spanners. 


For Girling and Lockheed Brakes on B.M.C., Ford, 
Standard, Triumph, Vauxhall, etc. 


High quality steel pressings. 


335MDC—BRAKE ADJUSTING SPANNER 
CARD 


Holds 24 Spanners. 


For all B.M.C. Minis, including a hex for brake 
bleed screw. 


332DS—H OSE CLIP DISPLAY STAND 
Containing 4 dozen Clips. 


12—332/3  #”— 3 (10O—19 mm.) 
12—332/1 #1" (13—25 mm.) 
12—332/18  4°—1" (I3—35 mm.) 
12—332/24 #—2}" (I9—54 mm.) 


What you should know about LIGHTNING 
MULTI-SIZE NON-STRIP HOSE CLIPS 


|.» Four sizes cover the range to 2}”. 

2. Quality Clips at VERY LOW COST. 

3. Wide profit margins for re-sale. 

4. Trimmed edges to prevent cutting of the hose. 


ANY SIZE AVAILABLE SEPARATELY. 


Wholesalers please note: To facilitate handling 
arrangements between factory and warehouse, we 
supply Hose Ctips in the following minimum 
boxed quantities : 


JWP 332/23 .. 144 = JWP 332/IB_ .. 72 
JWP 332/1 .. 72 JWP 332/24 .. 36 


356DC—FEELER GAUGES 


12 Gauges per roll. 

10 Blades 4” long. 

.0015*—.025” 

Sizes clearly machine etched. Will not wear off. 
Each set of gauges supplied in plastic holdall. 


33IDC—WHEEL DISC REMOVER 
DISPLAY CARD 


Six Wheel Disc Removers per card. A good retail 
line. Also usetul in any tool kit for removing door 
trims, water hoses, etc. 


CARDED LINES 
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